WIRELESS

FOOD PROBE

WFP-2000

2000 WIRELESS FOOD PROBE

Features: | | |
) 1.319 3.300

- Track internal temperatures for cooked & held products

- Compatible with all SKS Hub models

- Track 2 internal temperature points

- Use in both hot & cold applications @ 73

- Guard ensures proper insertion
- Use up to 8 Probes simultaneously per SKS Hub
- Numbered for easy identification

- Local & remote tracking/alerts ]
Operating Temperature:

. External: 0°F-750°F (-18°C-400°C)
- Internal: 30°F-212°F(-1°C-100°C)

- Wireless charging
- eHACCP logging
- Long battery life

- Dishwasher safe Accuracy:
Mechanical: - +/-0.5°F (+/-0.3°C)

\ . - Includes calibration certificate
- Stainless steel design

. Zirconia band Dimensions:
- RTD sensors at probe base & tip - Total Length: 4.619”
Power: - Probe Length: 3.300"
- Wireless charging via 12V charging pad - Handle Length: 1.319"
- Full day use with 5 minute charge - Probe Diameter: 0.236"
- Up to 8 day continuous use with overnight charge Weight:
Connectivity: - 0.024 Ibs (0.011kg)

. BlueTooth BLE 5.2

- Connects to SKS Hub

- Up to 120 ft. line of sight

- 10 second data transmission time (adjustable)
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Warranty:

This Renau product is thoroughly tested at numerous stages
of production and comes with a one (1) year warranty.






